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Characteri sti cs o f  compone nts

PCB thickness: max. 2.4 mm (.094 in)
PCB hole diameter: min. 1.2 mm (.047 in)
Stripping length 10 / 11 mm (.394 / .433 in)
Operating temperature range -40 °C ÷ +110 °C (-40 °F ÷ +230 °F)
Climatic category 40/110/21 according to EN 60068-1

Solid wire section 30÷12 AWG (UL)*; 0.2 ÷ 2.5 mm² (VDE)*
Stranded wire section 30÷12 AWG (UL)*; 0.2 ÷ 2.5 mm² (VDE)*
Rated voltage for 5 mm (.197 in) and 5.08 mm (.200 in) 300 V (UL)*
Rated voltage for 7.5 mm (.295 in), 7.62 mm (.300 in), 10 mm (.394 in) and 10.16 mm (.400 in) 750 V (VDE)*
Rated current 16 A (UL, VDE)*
Rated current (low rated current version) 8 A (IEC EN)
Contact resistance ���������P�Ÿ
Insulation resistance >109���Ÿ�����������9���'�&��

��$�O�O���W�K�H���D�E�R�Y�H���P�H�Q�W�L�R�Q�H�G���G�D�W�D���U�H�I�H�U���W�R���W�K�H���K�L�J�K�H�V�W���Y�D�O�X�H�V���D�P�R�Q�J�V�W���W�K�H���F�H�U�W�L�¿ ed ones.
 V voltage, I current values and tightening torque are related to the norms to be applied to the product and to its use.

 IEC: 250 V - 16 A - 2.5 mm² - T 110 for 5 mm, 5.08 mm pitch
 EN 60998 750 V - 16 A - 2.5 mm² - T 110 for 7.5 mm, 7.62 mm, 10 mm and 10.16 mm pitch

 UL: 300 V - 16 A - 30÷12 AWG for 5 mm, 5.08 mm, 7.5 mm and 7.62 mm pitch
 File E167473 600 V - 16 A - 30÷12 AWG for 10 mm and 10.16 mm pitch
  Application values for end-use equipment have to be in accordance to UL norms and applicable to them.

 VDE: 250 V - 16 A - 2.5 mm² - T 110 for 5 mm, 5.08 mm pitch
 File n.40029775 750 V - 16 A - 2.5 mm² - T 110 for 7.5 mm, 7.62 mm, 10 mm and 10.16 mm pitch

Appr oval s

Electri cal characteri sti cs*

Mech anical characteri sti cs

Steel clamping spring.

Polyamide housing.

Standard colour: GREEN.

V0 self-extinguishing according to UL 94.

Chlorinated solvents resistant,

with no phosphor, dioxin or detrimental to health halogens.

�0�D�W�H�U�L�D�O���*�U�R�X�S���,�����&�7�,���•�����������9��

Easy to solder lead-free

tin-plated copper alloy pin.

See also “Certi�¿ cations”, page 8
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SAURO ELECTRONIC CONNECTORS sauro.net

*W [kg]: approximate weight per box in kg **industrial packaging: add “-00000E” at standard code

Examples of assembly 

MCM-BSC_ bridge for MCM

Pitch  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*
5 mm / .197” MCM-BSC1 250 0,05 1250 0,26

5.08 mm / .200” MCM-BSC5 250 0,05 1250 0,26
7.5 mm / .295” MCM-BSC3 200 0,04 1000 0,23

7.62 mm / .300” MCM-BSC7 200 0,04 1000 0,23
10 mm / .394” MCM-BSC2 200 0,04 1000 0,25

10.16 mm / .400” MCM-BSC6 200 0,04 1000 0,25

MCM000M0 terminal plate

 Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*
MCM000M0 250 0,08 1000 0,31

Customization which can be modified
Bridges for short circuit to be inserted in the 
terminal block either before or after soldering.

Customization which cannot be modified
after soldering
Bridges for short circuit to be inserted in the 
terminal block before soldering.

BSC__0L_ removable bridge for MCM

Pitch  Code Pcs/pack. poles Pcs/Ind.** W [kg]*
5 mm / .197” BSC__0L1 250 2 - 9 1250 0,26-1,17

5.08 mm / .200” BSC__0L5 250 2 - 9 1250 0,26-1,17
7.5 mm / .295” BSC__0L3 200 2 - 5 1000 0,23-0,58

7.62 mm / .300” BSC__0L7 200 2 - 5 1000 0,23-0,58
10 mm / .394” BSC__0L2 200 2 - 5 1000 0,25-0,62

10.16 mm / .400” BSC__0L6 200 2 - 5 1000 0,25-0,62

L = pitch x (poles - 1)

IT patent pending

MCM__0M1 straight, modular
5 mm / .197” pitch Weight per pole: 1.20 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM010M1 500 0,60 1500 1,80

wire entry

MCM__0M3 straight, modular
7.5 mm / .295” pitch Weight per pole: 1.25 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM010M3 400 0,50 1000 1,25

wire entry

MCM__0M2 straight, modular
10 mm / .394” pitch Weight per pole: 1.30 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM010M2 400 0,52 1000 1,30

wire entry

MCM__0M5 straight, modular
5.08 mm / .200” pitch Weight per pole: 1.20 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM010M5 500 0,60 1500 1,80

wire entry

MCM__0M7 straight, modular
7.62 mm / .300” pitch Weight per pole: 1.25 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM010M7 400 0,50 1000 1,25

wire entry

MCM__0M6 straight, modular
10.16 mm / .400” pitch Weight per pole: 1.30 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM010M6 400 0,52 1000 1,30

wire entry
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SAURO ELECTRONIC CONNECTORSsauro.net

Modular version, combinable 2 ÷ ∞ poles

MCM__006 straight, side stackable
10.16 mm / .400” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02006 175 0,46 700 1,82
03 MCM03006 150 0,59 600 2,34
04 MCM04006 100 0,52 400 2,08
05 MCM05006 100 0,65 400 2,60
06 MCM06006 100 0,78 400 3,12
07 MCM07006 75 0,68 300 2,73
08 MCM08006 75 0,78 300 3,12
09 MCM09006 45 0,53 180 2,11
10 MCM10006 30 0,39 120 1,56
11 MCM11006 30 0,43 120 1,72
12 MCM12006 30 0,47 120 1,87
13 MCM13006 30 0,51 120 2,03

MCM__002 straight, side stackable
10 mm / .394” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02002 175 0,46 700 1,82
03 MCM03002 150 0,59 600 2,34
04 MCM04002 100 0,52 400 2,08
05 MCM05002 100 0,65 400 2,60
06 MCM06002 100 0,78 400 3,12
07 MCM07002 75 0,68 300 2,73
08 MCM08002 75 0,78 300 3,12
09 MCM09002 45 0,53 180 2,11
10 MCM10002 30 0,39 120 1,56
11 MCM11002 30 0,43 120 1,72
12 MCM12002 30 0,47 120 1,87
13 MCM13002 30 0,51 120 2,03

MCM__007 straight, side stackable
7.62 mm / .300” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02007 250 0,63 1000 2,52
03 MCM03007 175 0,66 700 2,65
04 MCM04007 125 0,63 500 2,52
05 MCM05007 100 0,63 400 2,52
06 MCM06007 100 0,76 400 3,02
07 MCM07007 75 0,66 300 2,65
08 MCM08007 75 0,76 300 3,02
09 MCM09007 50 0,57 200 2,27
10 MCM10007 50 0,63 200 2,52
11 MCM11007 50 0,69 200 2,77
12 MCM12007 50 0,76 200 3,02

MCM__003 straight, side stackable
7.5 mm / .295” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02003 250 0,63 1000 2,52
03 MCM03003 175 0,66 700 2,65
04 MCM04003 125 0,63 500 2,52
05 MCM05003 100 0,63 400 2,52
06 MCM06003 100 0,76 400 3,02
07 MCM07003 75 0,66 300 2,65
08 MCM08003 75 0,76 300 3,02
09 MCM09003 50 0,57 200 2,27
10 MCM10003 50 0,63 200 2,52
11 MCM11003 50 0,69 200 2,77
12 MCM12003 50 0,76 200 3,02

MCM__005 straight, side stackable
5.08 mm / .200” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02005 350 0,84 1400 3,36
03 MCM03005 250 0,90 1000 3,60
04 MCM04005 175 0,84 700 3,36
05 MCM05005 150 0,90 600 3,60
06 MCM06005 125 0,90 500 3,60
07 MCM07005 100 0,84 400 3,36
08 MCM08005 100 0,96 400 3,84
09 MCM09005 75 0,81 300 3,24
10 MCM10005 75 0,90 300 3,60
11 MCM11005 75 0,99 300 3,96
12 MCM12005 75 1,08 300 4,32
13 MCM13005 60 0,94 240 3,34
14 MCM14005 60 1,01 240 4,03
15 MCM15005 60 1,08 240 4,32
16 MCM16005 50 0,96 200 3,84
17 MCM17005 50 1,02 200 4,08
18 MCM18005 45 0,97 180 3,89
19 MCM19005 45 1,03 180 4,10
20 MCM20005 40 0,96 160 3,84
21 MCM21005 40 1,01 160 4,03
22 MCM22005 35 0,92 140 3,70
23 MCM23005 35 0,97 140 3,86
24 MCM24005 30 0,86 120 3,46
25 MCM25005 30 0,90 120 3,60

MCM__001 straight, side stackable
5 mm / .197” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02001 350 0,84 1400 3,36
03 MCM03001 250 0,90 1000 3,60
04 MCM04001 175 0,84 700 3,36
05 MCM05001 150 0,90 600 3,60
06 MCM06001 125 0,90 500 3,60
07 MCM07001 100 0,84 400 3,36
08 MCM08001 100 0,96 400 3,84
09 MCM09001 75 0,81 300 3,24
10 MCM10001 75 0,90 300 3,60
11 MCM11001 75 0,99 300 3,96
12 MCM12001 75 1,08 300 4,32
13 MCM13001 60 0,94 240 3,34
14 MCM14001 60 1,01 240 4,03
15 MCM15001 60 1,08 240 4,32
16 MCM16001 50 0,96 200 3,84
17 MCM17001 50 1,02 200 4,08
18 MCM18001 45 0,97 180 3,89
19 MCM19001 45 1,03 180 4,10
20 MCM20001 40 0,96 160 3,84
21 MCM21001 40 1,01 160 4,03
22 MCM22001 35 0,92 140 3,70
23 MCM23001 35 0,97 140 3,86
24 MCM24001 30 0,86 120 3,46
25 MCM25001 30 0,90 120 3,60

wire entry wire entrywire entry
L = (pitch x poles)+1.5 mm
L = (pitch x poles)+0.059”

wire entry
L = (pitch x poles)+1.5 mm
L = (pitch x poles)+0.059”

L = pitch x (poles - 1)+5 mm+1.5 mm
L = pitch x (poles - 1)+0.197”+0.059”

wire entry
L = pitch x (poles - 1)+5.08 mm+1.5 mm
L = pitch x (poles - 1)+0.200”+0.059” wire entry

L = pitch x (poles - 1)+5.08 mm+1.5 mm
L = pitch x (poles - 1)+0.200”+0.059”

L = pitch x (poles - 1)+5 mm+1.5 mm
L = pitch x (poles - 1)+0.197”+0.059”
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SAURO ELECTRONIC CONNECTORS sauro.net

*W [kg]: approximate weight per box in kg **industrial packaging: add “-00000E” at standard code

MCM__0A6 straight, side stackable
10.16 mm / .400” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM020A6 175 0,46 700 1,82
03 MCM030A6 150 0,59 600 2,34
04 MCM040A6 100 0,52 400 2,08
05 MCM050A6 100 0,65 400 2,60
06 MCM060A6 100 0,78 400 3,12
07 MCM070A6 75 0,68 300 2,73
08 MCM080A6 75 0,78 300 3,12
09 MCM090A6 45 0,53 180 2,11
10 MCM100A6 30 0,39 120 1,56
11 MCM110A6 30 0,43 120 1,72
12 MCM120A6 30 0,47 120 1,87
13 MCM130A6 30 0,51 120 2,03

MCM__0A2 straight, side stackable
10 mm / .394” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM020A2 175 0,46 700 1,82
03 MCM030A2 150 0,59 600 2,34
04 MCM040A2 100 0,52 400 2,08
05 MCM050A2 100 0,65 400 2,60
06 MCM060A2 100 0,78 400 3,12
07 MCM070A2 75 0,68 300 2,73
08 MCM080A2 75 0,78 300 3,12
09 MCM090A2 45 0,53 180 2,11
10 MCM100A2 30 0,39 120 1,56
11 MCM110A2 30 0,43 120 1,72
12 MCM120A2 30 0,47 120 1,87
13 MCM130A2 30 0,51 120 2,03

MCM__0A7 straight, side stackable
7.62 mm / .300” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM020A7 250 0,63 1000 2,52
03 MCM030A7 175 0,66 700 2,65
04 MCM040A7 125 0,63 500 2,52
05 MCM050A7 100 0,63 400 2,52
06 MCM060A7 100 0,76 400 3,02
07 MCM070A7 75 0,66 300 2,65
08 MCM080A7 75 0,76 300 3,02
09 MCM090A7 50 0,57 200 2,27
10 MCM100A7 50 0,63 200 2,52
11 MCM110A7 50 0,69 200 2,77
12 MCM120A7 50 0,76 200 3,02

MCM__0A3 straight, side stackable
7.5 mm / .295” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM020A3 250 0,63 1000 2,52
03 MCM030A3 175 0,66 700 2,65
04 MCM040A3 125 0,63 500 2,52
05 MCM050A3 100 0,63 400 2,52
06 MCM060A3 100 0,76 400 3,02
07 MCM070A3 75 0,66 300 2,65
08 MCM080A3 75 0,76 300 3,02
09 MCM090A3 50 0,57 200 2,27
10 MCM100A3 50 0,63 200 2,52
11 MCM110A3 50 0,69 200 2,77
12 MCM120A3 50 0,76 200 3,02

MCM__0A5 straight, side stackable
5.08 mm / .200” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM020A5 350 0,84 1400 3,36
03 MCM030A5 250 0,90 1000 3,60
04 MCM040A5 175 0,84 700 3,36
05 MCM050A5 150 0,90 600 3,60
06 MCM060A5 125 0,90 500 3,60
07 MCM070A5 100 0,84 400 3,36
08 MCM080A5 100 0,96 400 3,84
09 MCM090A5 75 0,81 300 3,24
10 MCM100A5 75 0,90 300 3,60
11 MCM110A5 75 0,99 300 3,96
12 MCM120A5 75 1,08 300 4,32
13 MCM130A5 60 0,94 240 3,34
14 MCM140A5 60 1,01 240 4,03
15 MCM150A5 60 1,08 240 4,32
16 MCM160A5 50 0,96 200 3,84
17 MCM170A5 50 1,02 200 4,08
18 MCM180A5 45 0,97 180 3,89
19 MCM190A5 45 1,03 180 4,10
20 MCM200A5 40 0,96 160 3,84
21 MCM210A5 40 1,01 160 4,03
22 MCM220A5 35 0,92 140 3,70
23 MCM230A5 35 0,97 140 3,86
24 MCM240A5 30 0,86 120 3,46
25 MCM250A5 30 0,90 120 3,60

MCM__0A1 straight, side stackable
5 mm / .197” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM020A1 350 0,84 1400 3,36
03 MCM030A1 250 0,90 1000 3,60
04 MCM040A1 175 0,84 700 3,36
05 MCM050A1 150 0,90 600 3,60
06 MCM060A1 125 0,90 500 3,60
07 MCM070A1 100 0,84 400 3,36
08 MCM080A1 100 0,96 400 3,84
09 MCM090A1 75 0,81 300 3,24
10 MCM100A1 75 0,90 300 3,60
11 MCM110A1 75 0,99 300 3,96
12 MCM120A1 75 1,08 300 4,32
13 MCM130A1 60 0,94 240 3,34
14 MCM140A1 60 1,01 240 4,03
15 MCM150A1 60 1,08 240 4,32
16 MCM160A1 50 0,96 200 3,84
17 MCM170A1 50 1,02 200 4,08
18 MCM180A1 45 0,97 180 3,89
19 MCM190A1 45 1,03 180 4,10
20 MCM200A1 40 0,96 160 3,84
21 MCM210A1 40 1,01 160 4,03
22 MCM220A1 35 0,92 140 3,70
23 MCM230A1 35 0,97 140 3,86
24 MCM240A1 30 0,86 120 3,46
25 MCM250A1 30 0,90 120 3,60

wire entry wire entrywire entry
L = (pitch x poles)+1.5 mm
L = (pitch x poles)+0.059”

wire entry
L = (pitch x poles)+1.5 mm
L = (pitch x poles)+0.059”

L = pitch x (poles - 1)+7.5 mm+1.5 mm
L = pitch x (poles - 1)+0.295”+0.059”

wire entry
L = pitch x (poles - 1)+7.62 mm+1.5 mm
L = pitch x (poles - 1)+0.300”+0.059” wire entry

L = pitch x (poles - 1)+10.16 mm+1.5 mm
L = pitch x (poles - 1)+0.400”+0.059”

L = pitch x (poles - 1)+10 mm+1.5 mm
L = pitch x (poles - 1)+0.394”+0.059”
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SAURO ELECTRONIC CONNECTORSsauro.net

MCM__EM1 straight, modular
5 mm / .197” pitch Weight per pole: 1.20 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM01EM1 500 0,60 1500 1,80

wire entry

MCM__EM3 straight, modular
7.5 mm / .295” pitch Weight per pole: 1.25 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM01EM3 400 0,50 1000 1,25

wire entry

MCM__EM2 straight, modular
10 mm / .394” pitch Weight per pole: 1.30 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM01EM2 400 0,52 1000 1,30

wire entry

MCM__EM5 straight, modular
5.08 mm / .200” pitch Weight per pole: 1.20 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM01EM5 500 0,60 1500 1,80

wire entry

MCM__EM7 straight, modular
7.62 mm / .300” pitch Weight per pole: 1.25 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM01EM7 400 0,50 1000 1,25

wire entry

MCM__EM6 straight, modular
10.16 mm / .400” pitch Weight per pole: 1.30 g
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

01 MCM01EM6 400 0,52 1000 1,30

wire entry

Modular version, combinable 2 ÷ ∞ poles

MCM low rated current version
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SAURO ELECTRONIC CONNECTORS sauro.net

*W [kg]: approximate weight per box in kg **industrial packaging: add “-00000E” at standard code

MCM__E06 straight, side stackable
10.16 mm / .400” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02E06 175 0,46 700 1,82
03 MCM03E06 150 0,59 600 2,34
04 MCM04E06 100 0,52 400 2,08
05 MCM05E06 100 0,65 400 2,60
06 MCM06E06 100 0,78 400 3,12
07 MCM07E06 75 0,68 300 2,73
08 MCM08E06 75 0,78 300 3,12
09 MCM09E06 45 0,53 180 2,11
10 MCM10E06 30 0,39 120 1,56
11 MCM11E06 30 0,43 120 1,72
12 MCM12E06 30 0,47 120 1,87
13 MCM13E06 30 0,51 120 2,03

MCM__E02 straight, side stackable
10 mm / .394” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02E02 175 0,46 700 1,82
03 MCM03E02 150 0,59 600 2,34
04 MCM04E02 100 0,52 400 2,08
05 MCM05E02 100 0,65 400 2,60
06 MCM06E02 100 0,78 400 3,12
07 MCM07E02 75 0,68 300 2,73
08 MCM08E02 75 0,78 300 3,12
09 MCM09E02 45 0,53 180 2,11
10 MCM10E02 30 0,39 120 1,56
11 MCM11E02 30 0,43 120 1,72
12 MCM12E02 30 0,47 120 1,87
13 MCM13E02 30 0,51 120 2,03

MCM__E07 straight, side stackable
7.62 mm / .300” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02E07 250 0,63 1000 2,52
03 MCM03E07 175 0,66 700 2,65
04 MCM04E07 125 0,63 500 2,52
05 MCM05E07 100 0,63 400 2,52
06 MCM06E07 100 0,76 400 3,02
07 MCM07E07 75 0,66 300 2,65
08 MCM08E07 75 0,76 300 3,02
09 MCM09E07 50 0,57 200 2,27
10 MCM10E07 50 0,63 200 2,52
11 MCM11E07 50 0,69 200 2,77
12 MCM12E07 50 0,76 200 3,02

MCM__E03 straight, side stackable
7.5 mm / .295” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02E03 250 0,63 1000 2,52
03 MCM03E03 175 0,66 700 2,65
04 MCM04E03 125 0,63 500 2,52
05 MCM05E03 100 0,63 400 2,52
06 MCM06E03 100 0,76 400 3,02
07 MCM07E03 75 0,66 300 2,65
08 MCM08E03 75 0,76 300 3,02
09 MCM09E03 50 0,57 200 2,27
10 MCM10E03 50 0,63 200 2,52
11 MCM11E03 50 0,69 200 2,77
12 MCM12E03 50 0,76 200 3,02

MCM__E05 straight, side stackable
5.08 mm / .200” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02E05 350 0,84 1400 3,36
03 MCM03E05 250 0,90 1000 3,60
04 MCM04E05 175 0,84 700 3,36
05 MCM05E05 150 0,90 600 3,60
06 MCM06E05 125 0,90 500 3,60
07 MCM07E05 100 0,84 400 3,36
08 MCM08E05 100 0,96 400 3,84
09 MCM09E05 75 0,81 300 3,24
10 MCM10E05 75 0,90 300 3,60
11 MCM11E05 75 0,99 300 3,96
12 MCM12E05 75 1,08 300 4,32
13 MCM13E05 60 0,94 240 3,34
14 MCM14E05 60 1,01 240 4,03
15 MCM15E05 60 1,08 240 4,32
16 MCM16E05 50 0,96 200 3,84
17 MCM17E05 50 1,02 200 4,08
18 MCM18E05 45 0,97 180 3,89
19 MCM19E05 45 1,03 180 4,10
20 MCM20E05 40 0,96 160 3,84
21 MCM21E05 40 1,01 160 4,03
22 MCM22E05 35 0,92 140 3,70
23 MCM23E05 35 0,97 140 3,86
24 MCM24E05 30 0,86 120 3,46
25 MCM25E05 30 0,90 120 3,60

MCM__E01 straight, side stackable
5 mm / .197” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02E01 350 0,84 1400 3,36
03 MCM03E01 250 0,90 1000 3,60
04 MCM04E01 175 0,84 700 3,36
05 MCM05E01 150 0,90 600 3,60
06 MCM06E01 125 0,90 500 3,60
07 MCM07E01 100 0,84 400 3,36
08 MCM08E01 100 0,96 400 3,84
09 MCM09E01 75 0,81 300 3,24
10 MCM10E01 75 0,90 300 3,60
11 MCM11E01 75 0,99 300 3,96
12 MCM12E01 75 1,08 300 4,32
13 MCM13E01 60 0,94 240 3,34
14 MCM14E01 60 1,01 240 4,03
15 MCM15E01 60 1,08 240 4,32
16 MCM16E01 50 0,96 200 3,84
17 MCM17E01 50 1,02 200 4,08
18 MCM18E01 45 0,97 180 3,89
19 MCM19E01 45 1,03 180 4,10
20 MCM20E01 40 0,96 160 3,84
21 MCM21E01 40 1,01 160 4,03
22 MCM22E01 35 0,92 140 3,70
23 MCM23E01 35 0,97 140 3,86
24 MCM24E01 30 0,86 120 3,46
25 MCM25E01 30 0,90 120 3,60

wire entry wire entrywire entry
L = (pitch x poles)+1.5 mm
L = (pitch x poles)+0.059”

wire entry
L = (pitch x poles)+1.5 mm
L = (pitch x poles)+0.059”

L = pitch x (poles - 1)+5 mm+1.5 mm
L = pitch x (poles - 1)+0.197”+0.059”

wire entry
L = pitch x (poles - 1)+5.08 mm+1.5 mm
L = pitch x (poles - 1)+0.200”+0.059” wire entry

L = pitch x (poles - 1)+5.08 mm+1.5 mm
L = pitch x (poles - 1)+0.200”+0.059”

L = pitch x (poles - 1)+5 mm+1.5 mm
L = pitch x (poles - 1)+0.197”+0.059”

MCM low rated current version
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SAURO ELECTRONIC CONNECTORSsauro.net

Modular version, combinable 2 ÷ ∞ poles

MCM low rated current version

L = pitch x (poles - 1)+7.5 mm+1.5 mm
L = pitch x (poles - 1)+0.295”+0.059”

L = pitch x (poles - 1)+7.62 mm+1.5 mm
L = pitch x (poles - 1)+0.300”+0.059”

L = pitch x (poles - 1)+10.16 mm+1.5 mm
L = pitch x (poles - 1)+0.400”+0.059”

L = pitch x (poles - 1)+10 mm+1.5 mm
L = pitch x (poles - 1)+0.394”+0.059”

MCM__EA6 straight, side stackable
10.16 mm / .400” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02EA6 175 0,46 700 1,82
03 MCM03EA6 150 0,59 600 2,34
04 MCM04EA6 100 0,52 400 2,08
05 MCM05EA6 100 0,65 400 2,60
06 MCM06EA6 100 0,78 400 3,12
07 MCM07EA6 75 0,68 300 2,73
08 MCM08EA6 75 0,78 300 3,12
09 MCM09EA6 45 0,53 180 2,11
10 MCM10EA6 30 0,39 120 1,56
11 MCM11EA6 30 0,43 120 1,72
12 MCM12EA6 30 0,47 120 1,87
13 MCM13EA6 30 0,51 120 2,03

MCM__EA2 straight, side stackable
10 mm / .394” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02EA2 175 0,46 700 1,82
03 MCM03EA2 150 0,59 600 2,34
04 MCM04EA2 100 0,52 400 2,08
05 MCM05EA2 100 0,65 400 2,60
06 MCM06EA2 100 0,78 400 3,12
07 MCM07EA2 75 0,68 300 2,73
08 MCM08EA2 75 0,78 300 3,12
09 MCM09EA2 45 0,53 180 2,11
10 MCM10EA2 30 0,39 120 1,56
11 MCM11EA2 30 0,43 120 1,72
12 MCM12EA2 30 0,47 120 1,87
13 MCM13EA2 30 0,51 120 2,03

MCM__EA7 straight, side stackable
7.62 mm / .300” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02EA7 250 0,63 1000 2,52
03 MCM03EA7 175 0,66 700 2,65
04 MCM04EA7 125 0,63 500 2,52
05 MCM05EA7 100 0,63 400 2,52
06 MCM06EA7 100 0,76 400 3,02
07 MCM07EA7 75 0,66 300 2,65
08 MCM08EA7 75 0,76 300 3,02
09 MCM09EA7 50 0,57 200 2,27
10 MCM10EA7 50 0,63 200 2,52
11 MCM11EA7 50 0,69 200 2,77
12 MCM12EA7 50 0,76 200 3,02

MCM__EA3 straight, side stackable
7.5 mm / .295” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02EA3 250 0,63 1000 2,52
03 MCM03EA3 175 0,66 700 2,65
04 MCM04EA3 125 0,63 500 2,52
05 MCM05EA3 100 0,63 400 2,52
06 MCM06EA3 100 0,76 400 3,02
07 MCM07EA3 75 0,66 300 2,65
08 MCM08EA3 75 0,76 300 3,02
09 MCM09EA3 50 0,57 200 2,27
10 MCM10EA3 50 0,63 200 2,52
11 MCM11EA3 50 0,69 200 2,77
12 MCM12EA3 50 0,76 200 3,02

MCM__EA5 straight, side stackable
5.08 mm / .200” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02EA5 350 0,84 1400 3,36
03 MCM03EA5 250 0,90 1000 3,60
04 MCM04EA5 175 0,84 700 3,36
05 MCM05EA5 150 0,90 600 3,60
06 MCM06EA5 125 0,90 500 3,60
07 MCM07EA5 100 0,84 400 3,36
08 MCM08EA5 100 0,96 400 3,84
09 MCM09EA5 75 0,81 300 3,24
10 MCM10EA5 75 0,90 300 3,60
11 MCM11EA5 75 0,99 300 3,96
12 MCM12EA5 75 1,08 300 4,32
13 MCM13EA5 60 0,94 240 3,34
14 MCM14EA5 60 1,01 240 4,03
15 MCM15EA5 60 1,08 240 4,32
16 MCM16EA5 50 0,96 200 3,84
17 MCM17EA5 50 1,02 200 4,08
18 MCM18EA5 45 0,97 180 3,89
19 MCM19EA5 45 1,03 180 4,10
20 MCM20EA5 40 0,96 160 3,84
21 MCM21EA5 40 1,01 160 4,03
22 MCM22EA5 35 0,92 140 3,70
23 MCM23EA5 35 0,97 140 3,86
24 MCM24EA5 30 0,86 120 3,46
25 MCM25EA5 30 0,90 120 3,60

MCM__EA1 straight, side stackable
5 mm / .197” pitch
Poles  Code Pcs/pack. W [kg]* Pcs/Ind.** W [kg]*

02 MCM02EA1 350 0,84 1400 3,36
03 MCM03EA1 250 0,90 1000 3,60
04 MCM04EA1 175 0,84 700 3,36
05 MCM05EA1 150 0,90 600 3,60
06 MCM06EA1 125 0,90 500 3,60
07 MCM07EA1 100 0,84 400 3,36
08 MCM08EA1 100 0,96 400 3,84
09 MCM09EA1 75 0,81 300 3,24
10 MCM10EA1 75 0,90 300 3,60
11 MCM11EA1 75 0,99 300 3,96
12 MCM12EA1 75 1,08 300 4,32
13 MCM13EA1 60 0,94 240 3,34
14 MCM14EA1 60 1,01 240 4,03
15 MCM15EA1 60 1,08 240 4,32
16 MCM16EA1 50 0,96 200 3,84
17 MCM17EA1 50 1,02 200 4,08
18 MCM18EA1 45 0,97 180 3,89
19 MCM19EA1 45 1,03 180 4,10
20 MCM20EA1 40 0,96 160 3,84
21 MCM21EA1 40 1,01 160 4,03
22 MCM22EA1 35 0,92 140 3,70
23 MCM23EA1 35 0,97 140 3,86
24 MCM24EA1 30 0,86 120 3,46
25 MCM25EA1 30 0,90 120 3,60

wire entry wire entrywire entry
L = (pitch x poles)+1.5 mm
L = (pitch x poles)+0.059”

wire entry
L = (pitch x poles)+1.5 mm
L = (pitch x poles)+0.059” wire entry wire entry
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